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Powerware 9355 UPS Technical Specs

	


   

	Powerware 9355 8 - 15 kVA

	General

	Output rating
	8-15 kVA 0,9 p.f.

	Efficiency
	up to 98% with HE mode

	Audible noise
	<50 dB (A)

	Input

	Nominal voltage
	400 V (3-phase input/output) ±20%

	Frequency
	45-65 Hz

	Power factor
	0,99 (5% THD(i) at nominal load)

	Output

	Selectable voltage
	380/400/415 VAC; 50 or 60 Hz

	Regulation
	±2% static

	Power factor
	0,9 (e.g. 9 kW at 10 kVA)

	Battery

	Type
	Maintenance free VRLA batteries

	Battery charging
	Advanced Battery Management (ABMTM)

	Temp. compensation
	Standard

	Battery voltage
	384 V (32 blocks)

	Charging current
	3 V (default), max. 25A

	Options

	 
	Output transformer,

	 
	Long-life batteries,

	 
	Hot Sync tie cabinet

	 
	UPS Center (input, bypass, distribution)

	 
	XSlot connectivity(Web/SNMP, ModBus,/JBus, Relay, Hot Sync)

	Markings

	Approvals
	CE

	Communication

	XSlot
	2 communication bays

	Serial ports
	1 available

	Inputs/Outputs
	2/1 programmable





	Powerware 9355 20 - 40 kVA

	General

	Output rating
	20-40 kVA 0,9 p.f.

	Efficiency
	93% at nominal load

	Audible noise
	<50 dB (A)

	Input

	Nominal voltage
	400 V (3-phase input/output)

	Frequency
	45-65 Hz

	Power factor
	0,99 (2-5% THDi at nominal load)

	Output

	Selectable voltage
	380/400/415 VAC; 50 or 60 Hz

	Regulation
	±2% static

	Power factor
	0,9 (e.g. 27 kW at 30 kVA)

	Permitted load power factors
	0.7 lagging - 0.8 leading

	Overload
	150% for 1 min, 125% for 10 min,
110% for 60 min. (mains available)

	Battery

	Type
	Maintenance free VRLA batteries

	Battery charging
	Advanced Battery Management (ABMTM)

	Battery nominal voltage
	432 V (36x12V, 216 cells)

	Battery max. voltage
	507 V (2.35 VPC)

	Battery min. voltage
	378 V (1.75 /1.67 VPC)

	Options

	 
	Isolation transformer,

	 
	Long-life 10 y battery options,

	 
	External battery cabinets,

	 
	XSlot connectivity (Web/SNMP, ModBus/JBus, Relay, Hot Sync),

	 
	Parallel tie cabinets

	Markings

	Approvals
	CE, GOST

	Quality
	ISO 9001:2000, ISO14001:2004





	Stand-alone UPS with 3-phase input

	Part no
	Description
	Rating
	Runtime (pf 0.7)
	Dimensions (HxWxD)
	Weight

	1023411
	9355-8-N-15-32x9Ah
	8 kVA / 7.2 kW
	15 min
	817x305x702 mm
	165 kg

	1023412
	9355-8-N-33-64x9Ah
	8 kVA / 7.2 kW
	33 min
	1214x305x702 mm
	280 kg

	1023413
	9355-10-N-10-32x9Ah
	10 kVA / 9 kW
	10 min
	817x305x702 mm
	165 kg

	1023414
	9355-10-N-25-64x9Ah
	10 kVA / 9 kW
	25 min
	1214x305x702 mm
	280 kg

	1023415
	9355-12-N-8-32x9Ah
	12 kVA / 10.8 kW
	8 min
	817x305x702 mm
	165 kg

	1023416
	9355-12-N-20-64x9Ah
	12 kVA / 10.8 kW
	20 min
	1214x305x702 mm
	280 kg

	1023417
	9355-15-N-5-32x9Ah
	15 kVA / 13.5 kW
	5 min
	817x305x702 mm
	165 kg

	1023418
	9355-15-N-15-64x9Ah
	15 kVA / 13.5 kW
	15 min
	1214x305x702 mm
	280 kg

	1025061
	9355-20-N-5-1x9Ah-MBS
	20 kVA / 18 kW
	5 min
	1684x494x762 mm
	300 kg

	1025062
	9355-20-N-13-2x9Ah-MBS
	20 kVA / 18 kW
	13 min
	1684x494x762 mm
	400 kg

	1025063
	9355-20-N-22-3x9Ah-MBS
	20 kVA / 18 kW
	22 min
	1684x494x762 mm
	500 kg

	1025064
	9355-20-N-31-4x9Ah-MBS
	20 kVA / 18 kW
	31 min
	1684x494x762 mm
	600 kg

	1025065
	9355-30-N-7-2x9Ah-MBS
	30 kVA / 27 kW
	7 min
	1684x494x762 mm
	400 kg

	1025066
	9355-30-N-13-3x9Ah-MBS
	30 kVA / 27 kW
	12 min
	1684x494x762 mm
	500 kg

	1025067
	9355-30-N-20-4x9Ah-MBS
	30 kVA / 27 kW
	20 min
	1684x494x762 mm
	600 kg

	1025795
	9355-40-N-8-3x9Ah-MBS
	40 kVA / 36 kW
	8 min
	1684x494x762 mm
	517 kg

	1025796
	9355-40-N-12-4x9Ah-MBS
	40 kVA / 36 kW
	12 min
	1684x494x762 mm
	617 kg





	External battery cabinets 8 - 15 kVA

	Part no
	Description
	Rating
	Dimensions (HxWxD)
	Weight

	1022561
	9355-BAT5-64x7Ah
	2x32x7 Ah
	817x305x699 mm
	195 kg

	1022562
	9355-BAT5-96x7Ah
	2x32x7 Ah
	1214x305x699 mm
	310 kg

	External battery cabinets 20 - 40 kVA

	Part no
	Description
	Rating
	Dimensions (HxWxD)
	Weight

	1025169
	9355-BAT-1x24Ah (30 kVA)
	1x36x24 Ah
	1684x494x758 mm
	510 kg

	1025170
	9355-BAT-2x24Ah (30 kVA)
	2x36x24 Ah
	1684x494x758 mm
	870 kg
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