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	Specification details
	
	


	General Characteristics

	Rating
	40-160 kVA 0.9 p.f.

	Efficiency
	94%

	Audible Noise
	<65dBA @ 1 meter

	Nominal voltage
	400 V

	Input Characteristics

	Frequency
	45-65 Hz

	Power factor
	0.99

	Selectable voltage
	380/400/415 VAC

	Output Characteristics

	Regulation
	±1%

	Power factor
	0.9 (e.g. 72 kW at 80 kVA)

	Type
	Maintenance free VRLA batteries

	Battery

	Battery charging
	ABM™

	Battery voltage
	480 V (40 blocks)

	Accessories

	Accessories
	XSlot connectivity (Web/SNMP, ModBus/JBus, Relay, Hot Sync), isolation transformer, parallel cabinets, 10 year battery cabinets and racks

	Certification

	Markings
	CE

	Standard UPS

	Part number
	Description
	Rating
	Dimensions (HxWxD)
	Weight

	1024993
	Powerware 9390-40-N
	40 kVA / 36 kW
	1879x519x808 mm
	257 kg

	1024994
	Powerware 9390-60-U
	60 kVA / 54 kW
	1879x519x808 mm
	313 kg

	1024995
	Powerware 9390-80-N
	80 kVA / 72 kW
	1879x519x804 mm
	313 kg

	1024635
	Powerware 9390-100-U
	100 kVA / 90 kW
	1879x944x804 mm
	430 kg

	1024636
	Powerware 9390-120-N
	120 kVA / 108 kW
	1879x944x804 mm
	430 kg

	1023298
	Powerware 9390-120-U
	120 kVA / 108 kW
	1879x944x804 mm
	530 kg

	1023299
	Powerware 9390-160-N
	160 kVA / 144 kW
	1879x944x804 mm
	530 kg

	Standard external battery

	Battery cabinets
	Description
	Rating
	Dimensions (HxWxD)
	Weight

	1025570
	9390-BAT10-S-40x38Ah
	38 Ah
	1877x575x773 mm
	700 kg

	1025572
	9390-BAT10-S-200
	53 Ah
	1877x575x773 mm
	1176 kg

	1023244
	9390-BAT10-40x55Ah
	55 Ah
	1879x1125x808 mm
	1270 kg

	1023245
	9390-BAT10-40x67Ah
	67 Ah
	1879x1125x808 mm
	1430 kg

	1025467
	9390-BAT10-280
	83 Ah
	1879x1125x808 mm
	1444 kg

	1025470
	9390-BAT10-330
	94 Ah
	1879x1125x808 mm
	1625 kg

	1025468
	9390-BAT10-500
	130 Ah
	1879x1125x808 mm
	2188 kg

	1023983
	9390-BAT10-40x125Ah
	125 Ah
	1879x1125x808 mm
	2350 kg

	Battery racks

	Battery cabinets
	Description
	Rating
	Dimensions (HxWxD)
	Weight

	1023604
	9390-RACK10-40x40Ah
	40 Ah
	1447x886x946 mm
	777 kg

	1023605
	9390-RACK10-40x70Ah
	70 Ah
	1546x886x1546 mm
	1222 kg

	1023606
	9390-RACK10-40x90Ah
	90 Ah
	1546x886x1546 mm
	1700 kg

	1023607
	9390-RACK10-40x125Ah
	125 Ah
	1546x886x1546 mm
	2150 kg


	Standard accessories

	Part number
	Description
	Installation
	Dimensions (HxWxD)
	Weight

	1021887
	External Bypass Switch 60-80kVA (wall-mount)
	wall
	840x380x130 mm
	17 kg

	1021888
	External Bypass Switch 120 kVA (wall-mount)
	wall
	1040x560x130 mm
	25 kg

	1024626
	External Bypass Switch 160 kVA (wall-mount)
	wall
	1040x560x130 mm
	25 kg

	1025476
	SPM-60-2
	wall
	700x500x250 mm
	50 kg

	1023540
	SPM-80-4
	wall
	1530x520x788 mm
	230 kg

	1024687
	9390 Tie Cabinet 3x120 kVA
	wall
	1879x519x808 mm
	217 kg

	1024506
	9390 Tie Cabinet 3x160 kVA
	wall
	1879x519x808 mm
	217 kg


